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INDOOR UNIT OUTDOOR UNIT 

Fig.1 

INDOOR UNIT 

1. Air outlet

2. Air inlet

3. Air filter(on some models)
4. Electric control cabinet

5. Wire controller(on some models)

6. Drain pipe

OUTDOOR UNIT(A,B,C) 

7.Connecting pipe

8.Air inlet

9.Air inlet (side and rear)

10.Air outlet

NOTE 

All the pictures in this manual are for explanation purpose only. They may be slightly different from the air conditioner
you purchased(depend on model).The actual shape shall prevail. 
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1. IMPORTANT SAFETY
INFORMATION
To prevent injury to the user or other people and property
damage, the following instructions must be followed. Incorrect
operation due to ignoring of instructions may cause harm or
damage. 

The safty precautions listed here are divided into two categories. In 
either case, important safty information is listed which must be read 
carefully. 

WARNING 
The appliance shall be installed in accordance with national 
wiring regulations.Failure to observe a warning may result 
in death. 

CAUTION 
Failure t o observe a caution may result i n i njury or 
damage 
to the equipment. 

WARNING 

Ask your dealer for installation of the air conditioner. 
Incomplete installation performed by yourself may result in a 
water leakage, electric shock, and fire. 

Ask your dealer for improvement, repair, and 
maintenance. 
Incomplete improvement, repair, and maintenance may result 
in a water leakage, electric shock, and fire. 

In order to avoid electric shock, fire or injury, or if you 
detect any abnormality such as smell of fire, turn off the 
power supply and call your dealer for instructions. 

Never let the indoor unit or the remote controller get wet. 
It may cause an electric shock or a fire. 

Never press the button of the remote controller with a 
hard, pointed object. 
The remote controller may be damaged. 

Never replace a fuse with that of wrong rated current or
other wires when a fuse blows out. 
Use of wire or copper wire may cause the unit to break down 
or cause a fire. 

It is not good for your health to expose your body to the 
air flow for a long time. 

Do not insert fingers, rods or other objects into the air 
inlet or outlet. 
When the fan is rotating at high speed, it will cause injury. 

Never use a flammable spray such as hair spray,lacquer 
or paint near the unit. 
It may cause a fire. 

Never touch the air outlet or the horizontal blades while 
the swing flap is in operation. 
Fingers may become caught or the unit may break down. 

Never put any objects into the air inlet or outlet. 
Objects touching the fan at high speed can be dangerous. 

Never inspect or service the unit by yourself. 
Ask a qualified service person to perform this work. 

Do not dispose this product as unsorted municipal 
waste.Collection of such waste separately for special 
treatment is necessary. 

Do not dispose of electrical appliances as unsorted municipal 
waste, use separate collection facilities. 
Contact you local government for information regarding the 
connection systems available. 

If electrical appliances are disposed of in landfills or 
dumps, hazardous substances can leak into the 
groundeater and get into the food chain, damaging your 
health and well-being 

To prevent refrigerant leak, contact your dealer. 
When the system is installed and runs in a small room, it is 
required to keep the concentration of the refrigerant, if by any 
chance coming out, below the limit. Otherwise, oxygen in the 
room may be affected, resulting in a serious accident. 

The refrigerant in the air conditioner is safe and normally 
does not leak. 
If the refrigerant leaks in the room, contact with a fire of a 
burner, a heater or a cooker may result in a harmful gas. 

Turn off any combustible heating devices, ventilate the 
room, and contact the dealer where you purchased the 
unit. 
Do not use the air conditioner until a service person confirms 
that the portion where the refrigerant leaks is repaired. 

CAUTION 
Do not use the air conditioner for other purposes. 
In order to avoid any quality deterioration, do not use the unit 
for cooling precision instruments, food, plants, animals or 
works of art. 

Before cleaning, be sure to stop the operation, turn the 
breaker off or pull out the supply cord. 
Otherwise, an electric shock and injury may result. 

In order to avoid electric shock or fire, make sure that an 
earth leak detector is installed. 

Be sure the air conditioner is grounded. 
In order to avoid electric shock, make sure that the unit is 
grounded and that the earth wire is not connected to gas or 
water pipe, lightning conductor or telephone earth wire. 
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Operation lamp /   /Timer indicator     Alarm indicator 

In order to avoid injury, do not remove the fan guard of 
the outdoor unit. 

Do not operate the air conditioner with a wet hand. 
An electric shock may happen. 

Do not touch the heat exchanger fins. 
These fins are sharp and could result in cutting injuries. 

Do not place items which might be damaged by moisture 
under the indoor unit. 
Condensation may form if the humidity is above 80%, the 
drain outlet is blocked or the filter is polluted. 

This appliance is not intended for use by persons 
(including children) with reduced physical, sensory or 
mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person 
responsible for their safety. 

Children should be supervised to ensure that they do not play 
with the appliance. 

If the supply cord is damaged, it must be replaced by the 
manufacturer, its service agent or similarly qualified persons 
in order to avoid a hazard. 

After a long use, check the unit stand and fitting for 
damage. 
If damaged, the unit may fall and result in injury. 

To avoid oxygen deficiency, ventilate the room 
sufficiently if equipment with burner is used together 
with the air conditioner. 

Arrange the drain hose to ensure smooth drainage. 
Incomplete drainage may cause wetting of the building, 
furniture etc. 

Never touch the internal parts of the controller. 
Do not remove the front panel. Some parts inside are 
dangerous to touch, and a machine trouble may happen. 

Never expose little children, plants or animals directly to 
the air flow. 
Adverse influence to little children, animals and plants may 
result. 

Do not allow a child to mount on the outdoor unit or 
avoid placing any object on it. 
Falling or tumbling may result in injury. 

Do not operate the air conditioner when using a room 
fumigation - type insecticide. 
Failure to observe could cause the chemicals to become 
deposited in the unit, which could endanger the health of 
those who are hypersensitive to chemicals. 

2. PARTS NAMES
The air conditioner consists of the indoor unit, the outdoor unit, 
the connecting pipe and the remote controller. 
(Refer to Fig.2-1)

Function indicators on indoor unit display panel 

PRE-DEF indicator(cooling and heating 
type) 
Temporary button    or fan only indicator(cooling only type) 

Infrared signal receiver 

Display Digital tube 

Display panel Fig.2-1

For inverter type,this switch is used for after-sales service 
purpose only,the user should not push it. 

Do not place appliances which produce open fire in 
places exposed to the air flow from the unit or under the 
indoor unit. 
It may cause incomplete combuston or deformation of the 
unit due to the heat. 

Do not install the air conditioner at any place where 
flammable gas may leak out. 
If the gas leaks out and stays around the air conditioner, a 
fire may break out. 

The appliance is not intended for use by young children 
or infirm persons without supervision. 

Do not operate your air conditioner in a wet room such 
as a bathroom or laundry room. 

This appliance can be used by children aged from 8 
years and above and persons with reduced physical, 
sensory or mental capabilities or lack of experience 
and knowledge if they have been given supervision 
or instruction concerning use of the appliance in a safe 
way and understand the hazards involved. Children shall 
not play with the appliance. Cleaning and user 
maintenance shall not be made by children without 
supervision. 

For fixed-frequency type,this function is used to operate the unit 
temporarily in case you misplace the remote controller or its 
batteries are exhausted. Two modes including FORCED 
AUTO and FORCED COOL can be selected through the 
TEMPORARY BUTTON on the air-in grill control box of the 
indoor unit. Once you push this button, the air conditioner will 
run in such order: FORCED AUTO, FORCED COOL, OFF, 
and back to FORCED AUTO. 

1 FORCED AUTO 
The OPERATION lamp is lit, and the air conditioner will run 
under FORCED AUTO mode. The remote controller operation is 
enabled to operate according to the received signal. 

2 FORCED COOL 
The OPERATION lamp flashes, the air conditioner will turn to 
FORCED AUTO after it is enforced to cool with a wind speed of 
HIGH for 30 minutes. The remote controller operation is 
disabled. 

3 OFF 
The OPERATION lamp goes off. The air conditioner is OFF 
while the remote controller operation is enabled. 

NOTE 
This manual does not include Remote Controller 
Operations, see the<<Remote Controller Owner's 
manual>> packed with the unit for details. 



 

 

owner's manual 

5 

3. AIR CONDITIONER OPERATIONS AND
PERFORMANCE

Use the system in the following temperature for safe and 
effective operation.The Max operation temperature for 
the air conditioner.(Cooling/Heating) 

Table 2-1 

   Temperature 

Mode  

Outdoor 
temperature 

Room 
temperature 

Cooling operation 0°C ~ 50°C / 32 °F~122°F 
-15°C ~ 50°C / 5 
°F~122°F
(for the models with low
temperature cooling 
system)

17°C~32°C 
(62°F ~90°F) 

Heating operation 
(cooling only type without) 

-15°C ~ 24°C / 5 °F~76°F 0°C~30°C 
(32°F~86°F) 

Dry operation 0°C ~ 50°C / 32 °F~122°F 17°C~32°C 
(62°F ~90°F) 

NOTE 

1 If air conditioner is used outside the above conditions, it 
may cause the unit to function abnormally. 

2 The phenomenon is normal that the surface of air 
conditioning may condense water when the relative 
larger humidity in room, please close the door and 
window. 

3 Optimum performance will be achieved within these 
operating temperature range. 

■ Three-minute protection feature
A protection feature prevents the air conditioner from
being activated for approximately 3 minutes 
when it restarts immediately after operation. 

■ Power failure
Power failure during operation will stop the unit completely.

• The OPERATION lamp on the indoor unit will start flashing
when power is restored.

• To restart operation, push the ON/OFF button on the
remote controller.

• Lightning or a car wireless telephone operating nearby
may cause the unit to malfunction.

Disconnect the unit with the power and then connect the unit 
with the power again. Push the ON/OFF button on the remote 
controller to restart operation. 

■ Refrigerant Leakage
Detection(optional):

With this new technology, the dipsplay area will appear EC (if 
applicable) and the LED indication lamps continue flashing 
when the outdoor unit detects refrigerant leakage. 

4. HINTS FOR ECONOMICAL
OPERATION

The following should be noticed to ensure an economical operation. 
(Refer to corresponding chapterfor details) 

■ Adjust the air flow direction properly to avoid winding toward
your body.

■ Adjust the room temperature properly to get a comfortable
situation and to avoid supercooling and superheat.

■ In cooling, close the curtains to avoid direct sunlight.

■ To keep cool or warm air in the room, never open doors or
windows more often than necessary.

■ Set the timer for the desired operating time.

■ Never put obstructions near the air outlet or the air inlet. Or it
will cause lower efficiency, even a sudden stop.

■ Adjust the air flow direction properly to avoid winding toward
your body.

■ Adjust the room temperature properly to get a comfortable
situation and to avoid supercooling and superheat.

■ In cooling, close the curtains to avoid direct sunlight.

■ To keep cool or warm air in the room, never open doors or
windows more often than necessary.

■ If you don't plan to use the unit for a long time, please
disconnect power and remove the batteries from the remote
controller. When the power switch is connected, some energy
will be consumed, even if the air conditioner isn't in operation.
So please disconnect the power to save energy. And please
switch the power on 12 hours before you restart the unit to
ensure a smooth operation.

■ A clogged air filter will reduce cooling or heating efficiency,
please clean it once two weeks.

5. MAINTENANCE

CAUTION 

Before you clean the air conditioner, be sure the power
supply is off. 

Check if the wiring is not broken off or disconnected. 

Use a dry cloth to wipe the indoor unit and remote 
controller. 

A wet cloth may be used to clean the indoor unit if it is 
very dirty. 

Never use a damp cloth on the remote controller. 

Do not use a chemically-treted duster for wiping or leave such 
material on the unit for long. 
it may damage or fade the surface of the unit. 

Do not use benzine, thinner, polishing powder, or similar
solvents for cleaning. 
These may cause the plastic surface to crack or deform. 
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■ Maintenance after a long stop period
(eg. at the beginning of the season)

Check and remove everything that might be blocking inlet and 
outlet vents of indoor units and outdoor units.

Clean air filters and casings of indoor units.
Refer to "Cleaning the air filter" for details on how to proceed
and make sure to install cleaned air filters back in the same
position.

Check and remove everything that might be blocking inlet and 
outlet vents of indoor units and outdoor units.

Clean air filters and casings of indoor units.
Refer to "Cleaning the air filter" for details on how to proceed
and make sure to install cleaned air filters back in the same
position.
Turn on the power at least 12 hours before operating the unit in 
order to ensure smoother operation. As soon as he power is 
turned on, the remote controller displays appear.

■ Maintenance before a long stop period
(eg. at the end of the season)

L et the indoor units run in fan only operation for about half a day 
in order to dry the interior of the units.

Clean air filters and casings of indoor units. Refer to " Cleaning 
the air filter" for details on how to proceed and make sure to 
install cleaned air filters back in the same position.

■ Cleaning the air filter(on some models)
The air filter can prevent the dust or other particulate from going
inside .In case of blockage of the filter , the working efficiency of
the air conditioner may greatly decrease .
Therefore , the filter must be cleaned once two weeks during long
time usage.

If the air conditioner is installed in a dust place , clean the the air 
filter frequent.

If the accumulated dust is too heavy to be cleaned , please 
replace the filter with a new one(replaceable air filter is an 
optional fitting).

■ For your purchasing unit is a rear ventilated one, please remove
the filter fixed screws (2 screws) and take down the filter away
from the unit.

■ For your purchasing unit is a descensional ventilated one, please 
push the filter up slightly to let the position retainer escape away 
from the flange fixed holes, and take off the filter according to the 
arrow direction shows in the following fig.

Fig.5-2

• Clean the air filter (Vacuum cleaner or pure water may be used
to clean the air filter. If the dust accumulation is too heavy ,
please use soft brush and mild detergent to clean it and dry out
in cool place) .
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The air-in side should face up when using vacuum cleaner. 
(Refer to Fig.5-4) Symptom 3.2 : Indoor unit, outdoor unit 
The air-in side should face down when using water. (Refer to
Fig.5-3) ■ When the system is changed over to heating operation after

defrost operation Moisture generated by defrost becomes
steam and is exhausted. 

CAUTION 

Do not dry out the air filter under direct sunshine or with fire.

5. Re-install the air filter
6. Install and close the air-in grill in the reverse order of step 1
and 2 and connect the control box cables to the corresponding
terminators of the main body .

6. FOLLOWING SYMPTOMS ARE
NOT AIR CONDITIONER
TROUBLES

Symptom 1: The system does not operate 
■ The air conditioner does not start immediately after the ON/OFF 

button on the romote controller is pressed.
If the operation lamp lights, the system is in normal condition.To
prevent overloading of the compressor motor, the air
conditioner starts 3 minutes after it is turned ON.

■ If the operation lamp and the "PRE-DEF indicator(cooling and 
heating type) or fan only indicator(cooling only type)" light, it 
means you choose the heating model, When just starting, if the 
compressor has not started, the indoor unit appears "anti cold 
wind" protection because of its overlow outlet temperature.

Symptom 2: Change into the fan mode 
during cooling mode 

■ In order to prevent the indoor evaporator frosting, the system
will change into fan mode automatically, restore to the cooling 
mode after soon.

■ When the room temperature drops to the set temperature, the
compressor goes off and the indoor unit changes to fan mode;
when the temperature rises up, the compressor starts again. It
is same in the heating mode.

Symptom 3: White mist comes out of a unit 
Symptom 3.1: Indoor unit 

■ When humidity is high during cooling operation If the interior of 
an indoor unit is extremely contaminated, the temperature 
distribution inside a room becomes uneven. It is necessary to 
clean the interior of the indoor unit. Ask your dealer for details 
on cleaning the unit. This operation requires a qualified service 
erson

Sptom 4: Noise of air conditionerscooling 

Symptom 4.1: Indoor unit 

■ A continuous low "shah" sound is heard when the system is in
cooling operation or at a stop.
When the drain pump (optional accessories) is in operation,this
noise is heard.

■ A "pishi-pishi" squeaking sound is heard when the system stops
after heating operation.
Expansion and contraction of plastic parts caused by 
temperature change make this noise.

Symptom 4.2: Indoor unit, outdoor unit 

■ A continuous low hissing sound is heard when the system is in
operation.
This is the sound of refrigerant gas flowing through both indoor
and outdoor units.

■ A hissing sound which is heard at the start or immediately after
stopping operation or defrost operation.
This is the noise of refrigerant caused by flow stop or flow
change.

Symptom 4.3: Outdoor unit 

■ When the tone of operating noise changes.
This noise is caused by the change of frequency.

Symptom 5: Dust comes out of the unit 
■ When the unit is used for the first time in a long time.

This is because dust has gotten into the unit.

Symptom 6: The units can give off odours 
■ The unit can absorb the smell of rooms, furniture, cigarettes,

etc., and then emit it again.

Symptom 7: The outdoor unit fan does not 
spin. 

■ During operation. The speed of the fan is controlled in order to
optimize product operation.
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7. TROUBLESHOOTING

7.1.    Troubles and causes of air conditioner 
If one of the following malfunctions occur, stop operation, shut
off the power, and contact with your dealer. 

■ The operation lamp is flashing rapidly (5Hz). This lamp is still
flashing rapidly after turn off the power and turn on again.
(Refer to Table 7-1 and Table 7-2)

■ Remote controller receives malfunction or the button does not
work well.

■ A safety device such as a fuse, a breaker frequently actuates.

■ Obstacles and water enter the unit.

■ Water leaks from indoor unit.

■ Other malfunctions.

If the system does not properly operate except the above
mentioned cases or the above mentioned malfunctions is
evident, investigate the system according to the following
procedures. (Refer to Table 7-3) 

CAUTION 
Please cut off the power supply when appearing the 
above malfunction, check if the voltage provided is out of 
range, check if the installation of air-conditioner is 
correct, then electrify again after 3 minutes power off. If 
the problem is still existent, please contact the local 
service station or the equipment provider. 



NOTE: For the product air-to-air air conditioners
and heat pumps which above 12 kW cooling
power output, please see the technical
information from Appendix .

Inverter Split Type
COOL mode HEAT mode DRY mode

Room Temperature 17°C -32°C
(63°F - 90°F)

0°C - 30°C
(32°F - 86°F)

10°C -32°C
(50°F - 90°F)

Outdoor

Temperature

0°C - 50°C
(32°F - 122°F)

-15°C - 30°C
(5°F - 86°F)

0°C - 50°C
(32°F - 122°F)

-15°C - 50°C
(5°F - 122°F)
(For models 
withlow temp.
cooling systems.)
0°C - 52°C
(32°F - 126°F)
(For special
tropical models)

0°C - 52°C 
(32°F - 126°F)

(For special tropical 
models)

FFOR OUTDOOR UNITS WITH AUXILIARY ELECTRIC HEATER 
When outside temperature is below 0°C (32°F ), we strongly recommend keeping the unit plugged in 
at all time to ensure smooth ongoing performance. 

Inverter Split Type

Number Cause i 
Operation
ndicator 
flashes

Timer
indicator Error Code

1 
Indoor EEPROM (Electrically Erasable
Programmable Read-Only Memory) 
error

1 Off E0

2 Indoor and outdoor unit 
communication malfunction

2 Off E1

3 Indoor fan speed malfunction 4 Off E3

4 Indoor room temperature sensor error 5 Off E4

5 Evaporator coil temperature sensor error 6 Off E5

6 Refrigerant leak detection 
system malfunction

7 Off EC

7 Water level alarm malfunction 8 Off EE

8 
Dual indoor unit (twin model 
only) communication 
malfunction

9 Off
E8

9 Other twin model malfunction 10 Off E9

10 Overload protection 1 On F0

11 Outdoor temperature sensor error 2 On F1

12 Outdoor condenser pipe sensor error 3 On F2

13 Discharge air temperature sensor error 4 On F3

14
Outdoor EEPROM (Electrically 
Erasable Programmable Read-Only 
Memory) error

5 On
F4

15 Outdoor fan speed (DC fan motor 
only) malfunction

6 On F5

16 Inverter module IPM protection 1 Flash P0

17 High/Low voltage protection 2 Flash P1

18 Compressor top overheating protection 3 Flash P2

19 Outdoor low temperature protection 4 Flash P3



20 Compressor drive error 5 Flash P4

21 Mode conflict 6 Flash P5
22 Compressor low-pressure protection 7 Flash P6
23 Outdoor IGBT sensor error 8 Flash P7



 

Table 7-2 

owner's manual 

1  

Symptoms Causes Solution 

Unit does not start • Power failure. 
• Power switch is off. 
• Fuse of power switch may have burned.
• Batteries of remote controller exhausted

or other problem of controller. 

• Wait for the comeback of power.
• Switch on the power. 
• Replace the fuse. 
• Replace the batterises or check the

controller. 

Air  flowing   normally   but 
completely can't cooling 

• Temperature is not set correctly.

• Be   in   3   minutes   protection   of 

compressor. 

• Set the temperature properly.
• Wait. 

Units start or stop frequently • Refrigerant is too little or too much.
• Air or no concretingc gas in the

refrigerating circuit. 
• Compressor is malfunction. 
• Voltage is too high or too low.
• System circuit is blocked. 

• Check leakage, and rightly recharge
refrigerant. 

• Vacuum and recharge refrigerant.
• Maintenance or change compressor.
• Install manostat. 
• Find reasons and solution.

• Outdoor unit and indoor unit heat
exchanger is dirty. 

• The air filter is dirty. 
• Inlet/outlet of indoor/outdoor units is

blocked. 
• Doors and windows are open 
• Sunlight directly shine. 
• Too much heat resource. 
• Outdoor temp. is too high. 
• Leakage  of refrigerant or lack of

refrigerant. 

• Clean the heat exchanger. 
• Clean the air filter. 
• Eliminate all dirties and make air

smooth. 
• Close doors and windows.
• Make curtains in order to shelter from 

sunshine. 
• Reduce heat source. 
• AC cooling capacity reduces (normal).
• Check leakage and rightly recharge

refrigerant. 

""""" 

• Outdoor temperature is lower than 7 °C 
• Doors and windows not completely 

closed. 
. Leakage of refrigerant or    lack of 
refrigerant. 

• Use heating device. 
• Close doors and windows.
• Check leakage and rightly recharge

refrigerant. 
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7.2. Troubles and causes of wire controller 

Before asking for serving or repairing , check the following points. (Refer to Table 7-3) 

Table 7-3 

Symptoms Solution Causes 

The fan speed can not be • Check whether the
MODE
indicated on the display
is
"AUTO"

When the automatic mode is 
selected, the air conditioner 
will 
automatically change the fan 
speed. 

changed. • Check whether the
MODE indicated on the
display is "DRY"

When dry operation is selected, 
the air conditioner automatically 
change the fan speed. The fan 
speed can be selected during 
"COOL" , "FAN ONLY", and 
"HEAT" 

The wire controller signal is 
not transmitted even when 
the ON/OFF button is pushed. 

• Check whether the signal
transmitter of the wire
controller is properly
directed to the infrared
signal receiver
of the indoor unit.

The power supply is off. 

The TEMP. indicator does 
not come on. 

• Check whether the
MODE indicated on the
display is FAN ONLY

The temperature cannot be set 
during 
FAN mode. 

The indication on the display 
disappears after a lapse of 
time. 

• Check whether the timer
operation has come to
an end when the TIMER
OFF is indicated on the
display.

The air conditioner operation 
will 
stop up to the set time 

The TIMER ON indicator 
goes off after a lapse of 

• Check whether the timer
operation is started when
the TIMER ON is
indicated
on the display.

Up to the set time, the 
air conditioner will 
automatically 
start and the appropriate 
indicator will go off. 

No receiving tone sounds 
from the indoor unit even 
when the ON/OFF button is 
pressed. 

• Check whether the signal
transmitter of the wire
controller is properly
directed
to the infrared signal
receiver
of the indoor unit when the
ON/OFF button is pressed.

Directly transmit the signal 
transmitter of 
the wire controller to the 
infrared signal receiver of the 
indoor unit, and t h n  repeatly 
push the ON/OFF button twice. 
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NOTES: 
The design and specifications are subject to change without prior notice for product 
improvement. Consult with the sales agency or manufacturer for details. 

Thank you very much for purchasing our air conditioner. Please read this owner's 
manual carefully before using your air conditioner. Make sure to save this manual for 
future reference. 

.
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REMOTE CONTROLLER SPECIFICATIONS 

Model RG10N2 (D2S)/BGEF RG10N2 (D2S)/BGEFU1

Rated voltage 3.0V (Dry batteries R03/LR03X 2) 

Signal Receiving Range 8m 

Environment -5°C    60°C

NOTE: 

• Buttons design is based on typical model and might be slightly different from the
actual one you purchased, the actual shape shall prevail.

• All the functions described are accomplished by the unit. If the unit has no this
feature, there is no corresponding operation happened when press the relative
button on the remote controller.

• When there are wide differences between "Remote controller lllustration" and
• "USER'S MANUAL“ on function description, the description of "USER'S

MANUAL“ shall prevail.
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FUNCTION BUTTONS 
Before you begin using your new air conditioner, make sure to familiarize yourself with 
its remote control. The following is a brief introduction to the remote control itself. For 
instructions on how to operate your air conditioner, refer to the How to Use the 
Basic/Advance Functions section of this manual. 
NOTE Please do not select HEAT mode if the machine you purchased is cooling only 
type. Heat mode is not supported by the cooling only appliance. 
. 

 
 

 
 

 
 
 

 

 

SET  
Scrolls through operation 
functions as follows: Active 
clean(      ), Fresh(      ),  
Sleep(    )Follow Me(     )    
AP mode (     )  

MODE 
Scrolls through operation 
modes as follows: AUTO   
COOL   DRY HEAT   FAN NOTE: 
HEAT mode is not supported   by the 
cooling only appliance. 

TURBO 
Enables unit to reach preset 
temperature in shortest 
possible time. feature.  

SWING   
Starts and stops vertical 
louver movement. 

FAN 
Selects fan speeds in the 
following order: AU% -> 20% � 
40% � 60% � 80% � 100%. 
Press the TEMP    or     button 
to increase/decrease the fan 
speed in 1% increments. 

ON / OFF 
Turns the unit on or off 

TEMP 
Increases temperature in  
1°C (1°F) increments. Max. 
temperature is 30°C (86°F). 
NOTE: Press together         & 
buttons at the same time for 3 
seconds will alternate the 
temperature display between the 
°C & °F. 

TEMP  
Decreases temperature in 
1OC(1OF) increments. Min. 
temperature is 16OC(60OF). 

CO/GEAR 
Press this button to enter 
the   energy efficient mode 
in a    sequence of following: 
ECO � GEAR(75%) � 
GEAR(50%)  � Previous 
setting mode � ECO 

OK  
Used to confirm the 
selected functions 

TIMER 
 Set timer to turn unit on off 

BREEZE AWAY 
This feature avoids direct 
air flow blowing on the 
body and makes  you feel 
indulging in silky coolness. 

VANE 
Press to enter the louver 
setting mode. 

LED 
Turns indoor unit’s LED  
display and air conditioner 
buzzer on and off (model 
dependent), which create a 
comfortable and quiet 
environment.   

Model: RG10N2 (D2S)/BGEF      RG10N2 (D2S)/BGEFU1 



Before you begin using your new air conditioner, make sure to familiarize yourself with its remote 
control. The following is a brief introduction to the remote control itself. For instructions on how to 
operate your air conditioner, refer to the How to Use Basic Functions section of this manual.  

Buttons and Functions

ON/OFF 

SET

Turns the unit on or off.
MODE

OK

TIMER

BREEZE AWAY

CLEAN

LED

Turbo

ECO/GEAR

Scrolls through operation modes 
as follows:  AUTO  COOL  
DRY HEAT  FAN

FAN SPEED

SWING

Model:

Increases temperate in 
1°C (1°F) increments. 
Max. temperature is 
30°C (86°F).
NOTE: Press together     &
     buttons at the same time
for 3 seconds will alternate
the temperature display
between the °C &  °F.

TEMP

TEMP

RG10A2(D2S)/BGEFU1,RG10Y2(D2S)/BGEF
RG10A10(D2S)/BGEF(20-28  C/68-82  F)
RG10A(D2S)/BGEF & RG10A(D2S)/BGEFU1(Fresh feature is not available)
RG10A2(D2S)/BGCEFU1 & RG10A2(D2S)/BGCEF
(Cooling only models, AUTO mode and HEAT mode are not available)

Used to confirm the selected 
functions

 

Decreases temperature 
O Oin 1 C(1 F) increments. 

Min. temperature is 
O

O O

O16 C(60 F). 

Starts and stops the horizontal 
louver movement. Hold down
for 2 seconds to initiate vertical
louver auto swing feature.

This feature avoids direct air flow
 blowing on the body and makes 
 you feel indulging in silky coolness.
NTOE: This feature is available
under cool, Fan and Dry mode only

   Set timer to turn unit on or off

  NOTE: HEAT mode is not supported 
  by the cooling only appliance.

  ECO     GEAR(75%)
      GEAR(50%)    

mode     ECO ......

Scrolls through operation
functions as follows:
Fresh(     )     Sleep(    )
Follow Me(     )   
AP mode(      )      Fresh...           

 



The selected symbol will 
flash on the display area, 
press the OK button to 
confirm.

   Selects fan speeds in the
   following order:  AU 


 20% 
60%  40%  80%  100%.  

Press the TEMP    or     button
to increase/decrease the fan
speed in 1% increments. 

Enables unit to reach preset 
temperature in shortest 
possible time 

Previous setting
 

Used to start/stop the Self
Clean or Active Clean function.
(Model dependent, please refer
to the USER’S OPERATION &
INSTALLATION MANUAL).

Turns indoor unit’s LED  display 
and air conditioner buzzer on and 
off (model dependent), which 
create a comfortable and quiet
environment.  

  Press this button to enter the
  energy efficient mode in a  
  sequence of following:    
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Remote screen Indicators 
 

Breeze Away display (some units) 
Active clean feature display  
Fresh feature display 
Sleep mode display  
Follow me feature display 
Wireless control feature display (some units) 
Low battery detection display(If flashes) 

MODE display 
Displays the current mode, including 

ECO 
Displays when ECO feature is 
activated 
GEAR 
Displays when GEAR   feature is 
activated 
LOCK 
Displays when LOCK   feature is 
activated 

Temperature/Timer/Fan speed 
Displays when LOCK   feature is 
activated 
Displays the set temperature by 
default, or fan speed or timer 
setting when using TIMER 
ON/OFF functions. 
Temperature range: 
16-30oC/60-86 oF/ (20-28oC/68-
82o F) 
(Model dependent)
Timer setting range: 0-24 hours
Fan speed setting range:       AU -
100% 
This display is blank when 
operating in FAN mode. 
 

Horizontal louver 
Swing display 

Not available for 
this unit 

TURBO mode  

Not available for 
this unit 

Transmission 
Lights up when remote 
sends signal to indoor 
unit 

TIMER ON 

TIMER OFF 

Silence 

FAN SPEED 
1%* 
2%-20%* 
21%-40%* 
41%-60%* 
61%-80%* 
81%-100%* 

LOW 
MED 

HIGH 
AUTO 

NOTE:*  
Not all the models can display 
the fan speed values between 
AU-100%. 

NOTE: 
All indicator shown in the figure are for the purpose of clear presentation. But during te actual 
operation, only the relative function signs are shown on the display window 

Information is displayed when remote controllers i powered up 
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HOW TO USE THE BASIC FUNCTIONS
SETTING TEMPERATURE 
The operating temperature range for units 
is 16-30OC/60-86OF.You can increase or 
decrease the set temperature in 0.5OC/1OF 
increments. 

AUTO operation 
In AUTO mode, the unit will automatically 
select the COOL, FAN, HEAT or DRY 
mode based on the set temperature. 
1. Press the MODE button to select Auto

mode.
2. Set your desired temperature using the

Temp + or Temp — button.
3. Press the ON/OFF button to start the

unit.

NOTE: FAN SPEED can’t be set in Auto 
mode. 

COOL OPERATION 

1. Press the MODE button to select COOL
mode.

2. Set your desired temperature using the
Temp + or Temp — button.

3. Press the FAN button to select the fan
speed, in conjunction with Temp + or
Temp — button.

4. Press the ON/OFF button to start the
unit.
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HOW TO USE THE BASIC FUNCTIONS 
 

DRY OPERATION (DEHUMIDIFYING) 
1. Press the MODE button to select DRY 

mode. 
2. Set your desired temperature using the 

Temp + or Temp — button. 
3. Press the ON/OFF button to start the 

unit. 
NOTE: FAN SPEED can’t be changed 
in DRY mode. 

 
NOTE: FAN SPEED can’t be changed in 
DRY mode. 
 
 
 
 
 
 
 
 
 
 

FAN operation 
1. Press the MODE button to select FAN 

mode.  
2. Press the FAN button to select the fan 

speed , in conjunction with Temp + or 
Temp — button.  

3. Press the ON/OFF button to start the unit. 
 
 
NOTE: You can’t set temperature in FAN 
mode. As a result, your remote control's LCD 
screen will not display temperature. 
 
  

 

 

 

Vane 

 
 

 
Vane 
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HOW TO USE THE BASIC FUNCTIONS 

HEAT OPERATION 
1. Press the MODE button to select

HEAT mode.
2. Set your desired temperature using

the Temp + or Temp — button.
3. Press the FAN button to select the

fan speed in a range of Au%-F%, in
conjunction with Temp + or Temp
— button.

4. Press the ON/OFF button to start
the unit.

NOTE: As outdoor temperature drops, 
the performance of your unit's HEAT 
function may be affected. In such 
instances, we recommend using this 
air conditioner in conjunction with other 
heating appliance. 

SET THE ANGLE OF AIR FLOW 

When the unit is on, press the swing ▲▼ button, to activate the louver. Each
time you press the button, it will adjust the louver by 6O. Press the button until 
the direction you prefer is reached. If press and hold this button for more than 
2 seconds, the louver will swing up and down continuously. 

When the unit is on, press the swing ◄► button, to activate the louver. Each 
time you press the button, it will adjust the louver by 6O. Press the button until 
the direction you prefer is reached. If press and hold this button for more than 
2 seconds, the louver will swing left and right continuously. 
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SETTING THE TIMER FUNCTION 
 

Your air conditioning unit has two timer-related functions: 
• TIMER ON - sets the amount of timer after which the unit will 

automatically turn on. 
• TIMER OFF - sets the amount of time after which the unit will 

automatically turn off. 
 
TIMER ON function 
The TIMER ON function allows you to set a period of time after which the 
unit will automatically turn on, such as when you come home from work.  

1. Press the Timer button, the Timer on indicator " " displays and 
flashes. By default, the last time period that you set and an "h" 
(indicating hours) will appear on the display. 

2. Note: This number indicates the amount of time after the current time 
that you want the unit to turn on. For example, if you set TIMER ON for 
2.5 hours, "2.5h " will appear on the screen, and the unit will turn on 
after 2.5 hours. 

3.   Press the Temp + or Temp — button repeatedly to set the time when 
you want the unit to turn on. 

4.   Wait 3 seconds, then the TIMER ON function will be activated. The 
digital display on your remote control will then return to the temperature 
display. The " " indicator remains on and this function is activated.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Example: Setting unit to turn on after 2.5 hours. 
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TIMER OFF function 

The TIMER OFF function allows you to set a period of time after which 
the unit will automatically turn off, such as when you wake up.  
1. Press the Timer button, the Timer off indicator "  " displays and 

flashes. By
default, the last time period that you set and an "h" (indicating hours) will 
appear on the display. 
Note: This number indicates the amount of time after the current time that 
you want the unit to turn off. For example, if you set TIMER OFF for 5 hours, 
" 5.0h " will appear on the screen, and the unit will turn on after 5 hours. 

2. Press the Temp + or Temp — button repeatedly to set the time when you
want the unit to turn on.
Wait 3 seconds, then the TIMER OFF function will be activated. The digital
display on your remote control will then return to the temperature display.
The "  " indicator remains on and this function is activated.  

NOTE: When setting the TIMER ON or TIMER OFF functions, up to 10 hours, 
the time will increase in 30 minute increments with each press. After 10 hours 
and up to 24, it will increase in 1 hour increments. The timer will revert to zero 
after 24 hours. You can turn off either function by setting its timer to " 0.0h " ". 

Example: Setting unit to turn off after 5 hours 
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Timer is set to turn ON 6 hours from current time 

Timer is set to turn OFF 8 hours from current time 

Setting both TIMER ON and TIMER OFF at the same time 

Keep in mind that the time periods you set for both functions refer to hours 
after the current time. For example, say that the current time is 1:00 PM, 
and you want the unit to turn on automatically at 7:00 PM. You want it to 
operate for 2 hours, then automatically turn off at 9:00 PM. 
Do the following: 

Exemple: Setting the unit to turn on after 6 hours, operate for 2 hours, then turn 
off (see the figure below) 

Your remote display 
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Example: If current timer is 1:00PM, to set the timer as above steps, the unit will turn on 
2.5h later (3:30PM) and turn off at 6:00PM. 

HOW TO USE THE ADVANCED FUNCTIONS 

Vane function 

Press this button to activate the louver setting feature.Each time you press the 
Vane button button, the display panel will display the selected louver in an order 
as(“-0” indicates that four louvers are all selected):  

Press Swing button to start/stop the auto swing feature of the selected louvers.  

Swing function 

Time starts Unit turns 
ON 

Unit turns 
OFF 

2.5 hours later 
5 hours later 

The system will exit the   
louver setting mode If 
there is no operations 
during a 10 seconds 
period. 

4 louvers 

The horizontal louver auto swing feature is 
energized.  
Press again to make it stop.
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LED display 

 
 

 

ECO/GEAR function 

 
 
 
 
 
 
 

 
 
 

 
 
 
 
 

 
 

Press LED 
button 

Press this button 
more than 5 
seconds(some units)

Press this button to turn on and turn 
off the display on the indoor unit. 

Keep pressing this button more 
than 5 seconds, the indoor unit will 
display the actual room 
temperature. Press more than 5 
seconds again will revert back to 
display the setting temperature.

Press this button to enter the energy efficient mode in 
a sequence of following: 
ECO GEAR(75%) GEAR(50%) Previous 
setting mode  ECO 

Note: This function is only available under COOL mode. 

ECO operation: 
Under cooling mode, press this button, the remote controller will adjust the 
temperature automatically to 24 oC/75 oF, fan speed of Auto to save energy (only 
when the set temperature is less than 24  C/75 oF). If the set temperature is above 
24oC/75oF, press the ECO button, the fan speed will change to Auto, the set 
temperature will remain unchanged. 
Note:  
Pressing ECO button, or modifying the mode or adjusting the set temperature to 
less than 24oC / 75oF will stop ECO operation. Under ECO operation, the set 
temperature should be 24oC/75oF or above, it may result in insufficient cooling if 
you feel uncomfortable, just prest he ECO button again to stop it. 

GEAR operation: 
Press the ECO/GEAR button to enter the GEAR operation as following: 
- 75%(up to 75% electrical energy consumption)
- 50%(up to 50% electrical energy consumption)
- Previous setting mode.

Under GEAR operation, the display on the remote controller will alternage between 
electrical energy consumption and set temperature. 
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Silence function: 

Keep pressing Fan button for more than 2 seconds to 
activate/disable Silence function(some units). 
Due to low frequency operation of compressor, it may result in 
insufficient cooling and heating capacity. Press ON/OFF, Mode, 
Sleep, Turbo or Clean button while operating will cancel silence 
function. 

FP function 
Press this button 2 times during one second under HEAT Mode and setting 
temperature of 16oC/60oF  

The unit will operate at high fan speed (while compressor on) 
with temperature automatically set to 8 C/46 F.   

Note: This function is for heat pump air conditioner only.  
Press this button 2 times during one second under HEAT 
Mode and setting temperature of 16oC/60oF to activate FP 
function. Press On/Off, Sleep, Mode, Fan and Temp. button 
while operating will cancel this function. 

LOCK function 

Press together Vane button and Turbo button 
at the same time more than 5 seconds to 
activate Lock function. All buttons will not 
response except pressing these two buttons 
for two seconds again to disable locking. 

SET function 

 Press the SET button to enter the function setting, then press SET button or
TEMP ▼ or TEMP ▲ button to select the desired function. The selected symbol
will flash on the display area, press the OK button to confirm.

 To cancel the selected function, just perform the same procedures as above.
 Press the SET button to scroll through operation functions as follows:
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Active clean function(      )  
(some units) :  
The Active Clean Technology washes 
away dust, mold, and grease that may 
cause odors when it adheres to the 
heat exchanger by automatically 
freezing and then rapidly thawing the 
frost. When this function is turned on, 
the indoor unit display window 
appears “CL”, after 20 to 45 
minutes, the unit will turn off 
automatically and cancel CLEAN 
function. 

FRESH function (     ) (some units): 
When the FRESH function is initiated, 
the ion generator is energized and will 
help to purify the air in the room. 

Sleep function(     ) : 
The SLEEP function is used to 
decrease energy use while you 
sleep (and don’t need the same 
temperature settings to stay 
comfortable). This function can only 
be activated via remote control. 
For the detail, see sleep operation in 
“USER’S MANUAL” 

Note: The SLEEP function is not 
available in FAN or DRY mode 

Follow me function(     ): 
The FOLLOW ME function enables 
the remote control to measure the 
temperature at its current location 
and send this signal to the air 
conditioner every 3 minutes interval. 
When using AUTO, COOL or HEAT 
modes, measuring ambient 
temperature from the remote 
control(instead of from the indoor 
unit itself) will enable the air 
conditioner to optimize the 
temperature around you and ensure 
maximum comfort.  
NOTE: Press and hold Turbo button 
for seven seconds to start/stop 
memory feature of Follow Me 
function. 

 If the memory feature is
activated,“On”
displays for 3 seconds on the
screen.

 If the memory feature is
stopped,“OF ”

displays for 3 seconds on the 
screen.    

 While the memory feature is
activated, press the ON/OFF
button, shift the mode or power
failure will not cancel the
Follow me function.

AP function(    )(some units) 
Choose AP mode to do wireless 
network configuration. For some 
units, it doesn’t work by pressing the 
SET button. To enter the AP mode, 
continuously press the LED button 
seven times in 10 seconds.    

Some units 
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1. FEATURES AND FUNCTIONS OF WIRED CONTROLLER

Feature: 
Malfunction code display: 
it can display the error code, helpful for 
service. 
4-way wire layout design, no raised part at
backside,  more convenient to place the
wires and install the device. Room
temperature display.
Weekly Timer.

Function:
Mode: choose Auto-Cool-Dry- Heat-Fan 
Fan speed: Auto/Low/Med/High speed 
Vertical swing & Horizontal swing(on some 
models), Timer ON/OFF, Temp. Setting, 
Weekly timer, Follow Me, Child Lock, PTC 
heater (on some models) 
LCD display, Clock, Infrared remote 
receiver (on some models), Lifting panel 
(on some models) 

 

2. WIRE CONTROLLER BUTTON MEANING

1. Power Button 
2. Mode(A/B)   Button
3. Adjust  Button
4. Fan  speed Button
5. Up-down Airflow Direction 
and Swing Button
6. Left-right Airflow Swing 
Button
7. Follow me(PTC) Button 
8. Timer Button
9. Day off(Del) Button
10. Confirm Button
11. Back Button
12. Copy Button
13. Infrared remote receiver (on
some models)

Dimension:  
H×W×D(mm) 122×120×18.5 
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3. WIRE CONTROLLER ICON MEANING  

 
 
 
 
 
 
 
 

4. PREPARATORY OPERATION 
 

Set the current day and time 
  

 
 
 

 
               
 

 
 
 

1. Operation mode indication  
2. Fan speed indication 
3. Left-right swing indication 
4. Up-down swing indication 
5. Faceplate function indication 
6.  Main unit and secondary unit indication 
7. Follow me function indication 

8. PTC function indication 
9. C° / F° indication 
10. Temperature display 
11. Lock indication 
12. Room temperature indication  
13. Clock display 
14. On/Off timer 
15. Timer display 

 

Press the Timer button for 3 seconds 
or more. The timer display will flash. 

Press the button “ + ” or “ - ” to set the 
date. The selected date will flash. 

1 
2

The date setting is finished and the 
time setting is prepared after pressing 
Timer button or there is no pressing 
button in 10 seconds. 

3

The date setting is finished and the time 
setting is prepared after pressing Timer 
button or there is no pressing button in 
10 seconds. 

4

5
The setting is done after pressing Timer 
button or there is no pressing button in 
10 seconds. 
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5. OPERATION 
Remote signal receiving function  
 
The wired remote controller can be a remote signal receiving device, you can use the wireless 
remote controller to control the air-conditioner through the wired remote controller when the 
system have been powered on. 
  
To start/stop operation 
 

 

 

Press the Power button 

Operation lamp 
Air conditioner ON :Lit brightly 
Air conditioner OFF:Not lit 

Power 

To set the operation mode 
Operation mode setting 

Press the Mode button to set the operation 
mode.(Heat function is invalid for cool only type unit) 

Room temperature setting 

Press the button“ + ”or “ - ” to set the room temperature. Indoor  Setting  
Temperature Range : 17~30℃(62~86℉) 

Lower    Rise 

Fan speed setting 

Press the Fan speed button to set the fan speed. 
(This button is unavailable when in the mode of Auto or Dry) 

Fan speed 
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Room temperature sensor selection 

Press the Follow me/PTC button to select whether 
the room temperature is detected at the indoor unit 
or the wire controller. 

Follow me ptc 

Indoor unit 

When the Follow me function indication         appears,the room temperature is detected 
at the wire controller. 

Follow me 
 ptc 

Press the Follow me/PTC button for 2 seconds or more to activate the PTC 
function,when the unit is under the Heat mode. 
Press the buttons again for 2 seconds or more to deactivate the PTC function. 
When the PTC function is activated,the         mark appears. (Not  applicable to 
all the models) 

Child lock function 

Press and hold “+” and “-” buttons together for 3 seconds or more to 
activate the child lock function and lock all buttons on the wire 
controller. Press the buttons again for 3 seconds or more to 
deactivate the child lock function.  

When the child lock function is activated, the        mark appears 

PTC function (on some models)

°C & °F scale selection (on some models)

Press and hold buttons together for 3 seconds will alternate the 
temperature display between the ℃&℉ scale. 

Faceplate function (on some models)

1.When the unit is off, Press the Mode(A/B) button long to activate the
faceplate function.The          mark will flash.

The F2 mark appears when the 
faceplate is adjusted. 
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When the auto Left-right swing feature of the louver is activated, the mark appears. (Not 
applicable to all the models) 

 
Use button to adjust the Up-down airflow direction.  

1. When press the button once and quickly, the Up-down airflow
direction setting feature of the louver is activated. The moving angle of the louver is 6° for each 
press. Keep pressing the button to move the louver to the desired position.  

2. If press the button long, the auto Up-down swing feature of the louver is activated. The louver
would swing automatically. Press it again to stop. When the auto Up-down swing feature of the
louver is activated, the light mark appears. (not applicable to all models)

The operation can refer to the following instructions for the unit with four Up-down louvers can be 
operated individually. 

1. Press the button to activate the Up-down
adjusting louver function. The mark will
flash.(Not applicable to all the models)

2. Push the Mode(A/B) button to select Unit A or Unit B, the
wire controller select in a sequence that goes from (this step 
do not need to perform if the wire controller is connected with 
one unit only)

3. Pressing the button “+” and “-” can select
the movement of four louvers. Each time you
push the button, the wire controller select in a
sequence that goes from:(the icon -0 means
the four louvers move at the same time.)

4. And then use button to adjust the Up-down airflow direction of the selected louver. 

2. Push the Mode(A/B) button to select Unit A or Unit B, the wire controller select in a
sequence that goes from(this step do not need to perform if the wire controller is connected
with one unit only):

3. Press the button  “+” and  “-”  to control the lift and drop of the faceplate.
Pressing the  “+”  button can stop the faceplate,while it is dropping.
Pressing the  “-”  button can stop the faceplate,while it is lifting.

Left-right airflow swing (on some models)

Press button to activate the auto Left-right swing feature of the louver. 
And then the louver would swing automatically. Press it again to stop. 

Left-right airflow swing (on some models)
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6. TIMER FUNCTIONS

 WEEKLY timer Use this timer function to set operating times for each day of the 
week. 

On timer Use this timer function to start air conditioner operation. The timer operates 
and air conditioner operation starts after the time has passed. 

Off timer Use this timer function to stop air conditioner operation. The timer operates 
and air conditioner operation stops after the time has passed. 

On and Off timer Use this timer function to start and stop air conditioner operation. 
The timer operates and air conditioner operation starts and stops after the time has 
passed. 

To set On or Off TIMER 

 

 
 

 

 

 
 

1
Press the Timer button to select the or 

2 Press the Confirm button and the Clock display is flashing. 

3 Press the button “ + ” or “ - ” to set the time. After the time is 
set, the timer will start or stop automatically. 

ex.Off timer set at PM 6:00 

4 

confirm 

Press the button “ + ” or “ - ” to set the time of Off timer 

5 Press the Confirm button again to finish the settings. 

confirm 
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7. WEEKLY TIMER 
 
 
 
 
 
 

 
 

 
 
 
 
 
 

 
 

 
 
 
 

 
 
 

 
 
 

 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 

Press the Timer button to select the       d  
and then press Confirm button to confirm 

1 2 
Press the button “ + ” and “ - ” to select 
the day of the week.and then press the  
CONFIRM button to confirm the setting. 

confirm 

3 
Press the button “ + ” and “ - ” to select 
the setting time.The setting time,mode, 
temperature and fan speed will be shown 
on the LCD,Press the Confirm button to 
enter the setting-time process. 

confirm 

Day of the week setting 

Time scale setting 

4 
Press the button “ + ” and “ - ” to set the 
time.and then press the Confirm button to 
confirm the setting. 

confirm 

Time setting 

5 
Press the button “ + ” and “ - ” to set the 
operation mode .and then press the 
Confirm button to confirm the setting. 

confirm 

Operation mode setting 

6 
Press the button “ + ” and “ - ” to set the 
room temperature. and then press the 
Confirm button to confirm the setting. 
NOTE: This setting is unavailable when in 
the mode of Fan or Off. 

confirm 

Room temperature setting 

7 
Press the button “ + ” and “ - ” to set 
the fan speed .and then press the 
Confirm button to confirm the setting. 
NOTE: This setting is unavailable 
when in the mode of Auto, Dry or Off 

confirm 

Fan speed setting 

8 Different time scales can be setted by 
repeating step 3 to 7. 

9 Other days in one week can be setted 
by repeating step 3 to 8. 

NOTE: 
 The weekly timer setting can be returned to the previous step by pressing Back 

button. 
 The current setting will be restored and withdrawn the weekly timer setting 

automatically when there is no operation for 30 seconds. 
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To set the DAY OFF (for a holiday) 

1 2 
Press the button “ + ” and “ - ” to select 
the day to set the DAY OFF. During the weekly timer, press  the 

Confirm button to set the day. 

confirm 

3 Press the Day off button to set the DAY OFF. 
Day off/del 

The          mark is hidden 

ex.The DAY OFF is set for Wednesday 

4 The DAY OFF can be setted for 
other days by repeating the 
steps 2 and 3. Press the Back button to back to the 

weekly timer. 

5 

Copy out the setting in one day into the other day. 
A reservation made once can be copied to another day of the week. The whole 
reservation of the selected day of the week will be copied. The effective use of the 
copy mode ensures ease of making reservations. 

1
confirm 

During the weekly timer, press  the 
Confirm button. 

2 
Press the button “ + ” and “ - ” to select 
the day to copy from. 

3 
Press the Copy button,the letter “CY” 
will be shown on the LCD. 

4 
Press the button “ + ” and “ - ” to select 
the day to copy to. 

5 Press the Copy 
button to confirm. 

The    mark flashes quickly 
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7. WEEKLY TIMER 
 
Delete the time scale in one day 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

6 Other days can be copied by 
repeating step 4 and 5. 7 

Other days can be copied by 
repeating step 4 and 5. 

confirm 

Press the Back button to back to the 
weekly timer. 

8 

1 During the weekly timer, press the Confirm button. 

confirm 

Press the button “ + ” and “ - ” to select the day of the week.and then press the Confirm 
button to confirm the setting. 

confirm 

3 
Press the button “ + ” and “ - ” to select the setting time want to be deleted. The setting 
time,mode,temperature and fan speed will be shown on the LCD. The setting 
time,mode,temperature and fan speed can be deleted by pressing the Day off(Del) button. 

2 

Day off/del 

ex. Delete the time scale 1 in saturday 



VIVAX ENG 

8. FAULT ALARM HANDING 
 
 
 
 
 
 

NO. MALFUNCTION & PROTECTION DEFINE DISPLAY DIGITAL TUBE 

1 Error of communication between wire controler  
and indoor unit F0 

2 The faceplate is abnormal F1 

 
 
 
 
 
9. TECHNICAL INDICATION AND REQUIREMENT 
 
EMC and EMI comply with the CE certification requirements. 
 
 
 

If the system does not properly operate except the above mentioned cases or the above 
mentioned malfunctions is evident, investigate the system according to the following 
procedures. 

Please check the error display of indoor unit and read OWNER'S MANUAl if other error code 
appears. 


